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HV Input Ballast

Part Number : GT2S54HP

Product Features

High input voltage ballast for two lamps of T5-HO54W
Input voltage 347-480V

High PF and low THD at rated voltage range

Meets FCC18 Class A

Reliable lamp ignition even at low temperature of -30
degree C
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EOL protection o JTAFHARY
Automatic restart once the lamp has been changed o [TEHEIEHIEN
No stroboscopic effects and flicker-free during operation o {5 FH IR P TGN 2N BN AR
Usable with 1 or 2 lamps o T LABE—LT AT
Compact size o FERAEBUN
Technical Data BARZH
Rated Voltage: 347V-480V AC £10% WUE R 347V-480VAC £10%
Mains Frequency: 50/60Hz HL A 50/60Hz
Ambient Temperature: -30~+55°C RIS -30~+55°C
Lamp Current Crest Factor: <1.7 KT ELIRE I 2B <17
Number of Lamps: 1or2 KTE SR 15242
Lamp Type: T5-HO54W KT R T5-HO54W
Lamp Connection : Series TEERTA: B
Starting Method : Programmed start JE B kY =E)
Weight: 760g ENL & 760g
Sound rated: A W SR A
OCV: 600V WAMHEE: 600V
Performance ( with T5-H054W lamp) i¥4R24L (HT5-HO54WL] %)
Number Input Input Input Min Max Ballast
Model of Voltage Current Power Power THD Factor
Lamps (Volts) (Amps) (Watts) Factor %
GT2S54HP 2 347/480 0.33/0.24 115 0.95 10 0.94
GT2854HP 1 347/480 0.17/0.13 60 0.9 15 1.05
Dimensions = fi R~ & Wiring Diagram %4 &

Overall Width Hight Mounting
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9.50" 1.70" 1.18" 8.90"

241.3mm | 43.2mm | 30.0mm | 226.1mm
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